HO-Scale Behlen Curvet
Assembly Instructions
Step 1. Place doors face down in the
template. Locate and space doors as
you want them to appear on the model:
open, closed, or somewhere in between.
Step 2. Place end piece face down in
the template. Glue doors to the end using
a small amount of cyanoacrylate (CA,
“super glue”) where the end piece
overlaps the door. Once the glue has set,
carefully remove the end piece and doors.
Repeat for the other end.
Step 3. Trim the tabs from the door track. Apply CA to the top of the
door and attach door track, overlapping the top edge of the door. To
hold the ends in place, apply a small amount of CA to the inside of
the door track where it extends past the end piece.

Step 4. Locate the one roof
segment without the lip.
Place one end piece back in
the fixture along with the roof
segment without the lip. The
tabs should face away from
the end piece. Apply CA
along the seam between the roof segment and end piece.
Step 5. Repeat using the other end piece and one roof segment with the lip. The tabs on
this roof segment should be against the end piece (lip facing away from the end piece).
Step 6. Assemble the roof segments. Snap the center tab of one roof segment into the gap
in the lip of the next. Repeat with the outer tabs of the roof segment. Apply CA to the inside
joint between roof segments. Hold (or clamp) together until the glue sets to prevent the roof
segments from pulling apart and creating a gap. (continued on back...)

HO-Scale Behlen Curvet Assembly Instructions (continued)

Step 7. Repeat assembly of roof segments until all are glued together.
Step 8. Attach foundation pieces. Apply CA along the inside edges
where they touch the roof segments, end pieces, and doors.

Tools Needed:
Cyanoacrylate Adhesive
Toothpick or Glue Looper
(http://www.creativedynamicllc.com/the-glue-looper.html)

Knife or Flush Cutter
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